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 Code Description Licence H/W 

  
    

Video 
    

 M2/ES02/CVBS  Composite Video In Enabled OK 

 M2/ES02/SDI  SDI Video In Enabled OK 

 M2/ES02/NR  SD Noise Reduction Enabled OK 

 M2/ES02/PU  Performance Upgrade Enabled OK 

 M2/ES02/VBR  Reflex Enabled OK 

 M2/ES02/422  422P@ML Enabled OK 

 M2/ES02/ACON  Auto Concatenation Enabled OK 

 M2/ES02/MC-NR  Motion Compensated Noise Reduction Enabled OK 

  
    

Audio A/B 
    

 M2/ES02/AC3  Dolby Digital (AC-3) Enabled OK 

 M2/ES02/DTS  DTS Audio Disabled OK 

 M2/ES02/AUDIO2  Audio:2 Stereo Pairs Enabled OK 

  
    

Audio 1 A/1 B 
    

 M2/ES02/AC3  Dolby Digital (AC-3) Enabled OK 

 M2/ES02/DTS  DTS Audio Disabled OK 

 M2/ES02/AUDIO2  Audio:2 Stereo Pairs Enabled OK 

  
    

VBI data 
    

 M2/ES02/DATA  Main Data Input Enabled OK 

 M2/ES02/VBI  Advanced VBI Enabled OK 

 M2/ES02/VBI-PIC  VBI in Picture Enabled OK 

 M2/ES02/525VBIDATA  NABTS and Gemstar2x Disabled OK 

 M2/ES02/EthernetData Ethernet Data Disabled OK 

 M2/SWO/BRANDNET  Brandnet Data Disabled OK 

  
    

Option Modules 
    

 M2/ES02/ATM  ATM Enabled H/W Not Present 

 M2/ES02/COFDM  OFDM Enabled H/W Not Present 

 M2/ES02/RM  Remux Enabled H/W Not Present 

 M2/ES02/SM3  SATMOD3 Enabled H/W Not Present 

 M2/ES02/8PSK  8PSK Disabled H/W Not Present 

 M2/ES02/16QAM  16QAM Disabled H/W Not Present 

 M2/ES02/PROFEC  Pro MPEG FEC Disabled H/W Not Present 

  
    

Other 
    

 M2/ES02/PS  PSIP Insertion Enabled H/W Not Present 

 M2/ES02/RAS  RAS Disabled OK 

 M2/ES02/SCTE-35  SCTE-35 Splice Points Disabled OK 

 M2/ES02/DVB-MHP  DVB MHP Stream Events Disabled OK 

 M2/SWO/AUTH  HTTP Authentication Disabled OK 
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